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Features:
m System mMulti Touch

- ARM Cortex-A8@600MHz

- 512MB LPDDR DRAM / 512MB NAND Flash

- Android 4.0 / Android 2.2

- Window Embedded Compact 7 / CE6
® Various Industrial Serial Ports

- RS232 / RS485/ RS422
B GPIO and Special 10

- General purpose I/0 x 9

- I12C (100K/400KHz ) x 1

-SPI x 2

- PWM x 1

- ADC (10-Bits) x1
u/AN

- Ethernet RJ-45 (10/100Mbps)

- Wi-Fi IEEE 802.11 b/g/n (Option)
=SB

-USB2.0x 1
W Scan Key

- 3 x 3 Matrix keys x 1 (Option)

- Projective Capacitive Touch Panel
Available
® Modbus
- Modbus RTU
- Modbus TCP / IP
B Starter Kit
- Simple Setting
- Quick Start
- Easy Learning
® Reference Board
- Expedite Initial Development
- Excellent Assistance To Usage of ETPP
- Subsidiary Of ETPP
B Free APPs source code
- Free C# APPs source code for
Windows Embedded Compact 7 / CE6
- Free JAVA APPs source code for Android
- Various APPs for special I/0O




FLAT DISPLAY TECHNOLOGY CORPORATION

PK56Vx2AR2-00R PK65Vx2AR2-00R PK70Wx1AR2-00R

System

CPU (TI OMAP3530) ARM Cortex-A8 @600MHz ,Power VR SGX 530

Memory 512 MB LPDDR DRAM / 512MB NAND Flash

OS Support Android 4.0 / Android 2.2 , Window Embedded Compact 7 / CE6

Display

Panel Size (Aspect ratio) 5.6” (4:3) 6.5” (4:3) 7" (16:9)
Resolution (Pixels) 640 x 480 640 x 480 800 x 480
View Angle (T/B/L/R) 50/70/70/70 70/70/80/80 50/70/70/70
Luminance / (with RTP) 350 /280 cd/m? 800 / 640 cd/m? 400 / 320 cd/m?
LED Backlight Lifetime(Hours) 20K (Min) 50K (Min) 20K (Min)
Touch Screen Type (Resistive) 4W

Projected Capacitive Touch - ‘ - ‘ Option
/0

Serial Port COM1/COM2 COM1:RS232 (Option:UART/RS485/RS422 ) / COM2:RS232 (UART Option)

USB Host USB2.0 A Type (mini USB Option)

Ethernet/ WLAN RJ45 Port as 10/100Mbps , Wi-Fi 802.11 b/g/n (Option)

Memory Card TF (Micro SD) / Option:SD

Buzzer & Battery 85dB & CR1220

Scan Key & Audio Option

Power Requirement

Power Input +9 ~ +36V Input

Environment

Operating Temperature (RTP)

-10~60°C \ -10~60°C \ -10~60°C

PIN
System
CPU (TI OMAP3530) ARM Cortex-A8 @600MHz ,Power VR SGX 530
Memory 512 MB LPDDR DRAM / 512MB NAND Flash
OS Support Android 4.0 / Android 2.2 , Window Embedded Compact 7 / CE6
Display
Panel Size (Aspect ratio) 8” (4:3) 10.4” (4:3)
Resolution (Pixels) 800 x 600 800 x 600
View Angle (T/B/L/R) 50/70/70/70 60/70/70/70
Luminance / (with RTP) 250 / 200 cd/m?2 400/ 320 cd/m?2
LED Backlight Lifetime(Hours) 20K (Min) 10K (Min)
Touch Screen Type (Resistive) 4W

Projected Capacitive Touch
/0

Serial Port COM1/COM2 COM1:RS232 (Option:UART/RS485/RS422) / COM2:RS232 (UART Option)
USB Host USB2.0 A Type (mini USB Option)

Ethernet/ WLAN RJ45 Port as 10 / 100Mbps , Wi-Fi 802.11 b/g/n (Option)

Memory Card SD / Option:TF (Micro SD)

Buzzer & Battery 85dB & CR1220

Scan Key & Audio Option

Power Requirement

Power Input +9 ~ +36V Input

Environment

Operating Temperature (RTP)

-10~60°C -5~60°C

This technical specification is subject to change without notice.
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